
Layher®

M o r e  P o s s i b i l i t i e s .  T h e  S c a f f o l d i n g  S y s t e m .

Layher SpeedyScaf® System
Technical Brochure

The standard system for 
scaffolding construction

Made of hot-dip-galvanised steel 
or aluminium

General construction approvals
Z-8.1-16.2, Z-8.1-840 and

Z-8.1-844

Certification according to
DIN ISO 9001/EN 29 001

by TÜV-CERT
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More possibi l i t ies. With the original .

Simple technology with a convincing

mix of perfected and detailed solutions:

� uncomplicated insertion system

for fast and effortless assembly,

� just a few basic elements,

� logical expansion possibilities 

and rapid extendability,  

� complete safety including during

assembly,

� ergonomically advantageous 

and easy to handle,

� minimum maintenance.

With just 6 basic elements and a 

few manual operations, this classic

Layher equipment will “speedily”

provide a secure platform for all

work. Established on the market 

for several decades as the frame

scaffolding equipment that leads the

field, you can cater for almost every

requirement with this unbeatably

lightweight yet sturdy and stable

system: 

With the maximum safety that comes

from building authority approvals for

SpeedyScaf 0.73 m wide in steel,

SpeedyScaf 0.73 m wide in aluminium,

SpeedyScaf 1.09 m wide in steel, in

Germany and many other countries 

all over the world.

In addition to the comprehensive

engineering concept, perfected down

to the last detail, and the proven

precision production methods used

by Layher, a delivery availability,

stock capacity and after-sales

service that are second to none will

provide you with further support.

the guard rail

the toe board

the scaffolding deck

the diagonal brace

the assembly 
frame

the adjustable base plate

The sum of all advantages cleverly

combined: that’s the secret behind

the success of Layher SpeedyScaf® –

and hence the secret behind the

success of every single user – every

single day.

Layher SpeedyScaf®: So simple.
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The firmly wedged diagonal provides

the scaffolding with the necessary 

safety thanks to dependable bracing:

simply insert it at the top and fix it at

the bottom using the wedge coupler.

Verticality is always quick to fix,

though the inclination of the frame

can be adjusted according to the 

building tolerances.

All Layher scaffolding decks – which

double as a work surface and as a

dependable self-reinforcement – 

always provide a safe working area

even at highest heights and in 

difficult weather conditions.
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Layher SpeedyScaf, a perfected and

complete system for all building

requirements. That means safety and

speed in any application, at any site

and in any conditions. 

The assembly frames determine the

scaffolding width, with the other

system parts being suitable for all

scaffolding widths and forming the

basis for maximum versatility:

Scaffolding, 0.73 m wide,
steel, hot-dip-galvanised:
As facade scaffolding for both

scaffolding contractors and for

craftsmen, for any jobs, outdoors or

indoors. 

Scaffolding, 0.73 m wide,
durable aluminium:
As facade scaffolding for all

professionals who like to have it

easy. Lightweight scaffolding means

fast and non-fatiguing assembly and

dismantling, and transport using

lighter vehicles.

Scaffolding, 1.09 m wide,
steel, hot-dip-galvanised:
As facade scaffolding – with frame

1.09 m wide – for all jobs calling for

wide scaffolding and high load-

bearing capacities.

The optimised-for use and sturdy

scaffolding decks can be selected to

suit your particular requirements

from a wide range, to fit scaffolding

bay lengths of 1.57 m, 2.07 m, 2.57 m,

3.07 m and 4.14 m (type-tested).

Layher SpeedyScaf®: So variable.

0840_01_10_GB  30.03.2005  13:45 Uhr  Seite 4



5

The wedge locking system for the

guard rails sits firmly, helps stiffen the

structure, and enhances the feeling of

safety.

All the connections in the system are

bolt-free – just insert. That's economy

in its purest form.

One of the main advantages of

SpeedyScaf is the simplicity of its

assembly and dismantling. Simplicity

means time savings and hence cost

savings and bigger profits. That's an

effect much appreciated by scaffolding

contractors and by craftsmen alike.

The Layher scaffolding decks are

simply hooked into the channel section

on the frame; that means very fast

assembly with optimum safety – and

there's a free choice of decks made

from steel, aluminium and wood; 

for any application.
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Perfect and efficient details are the trademark

of Layher SpeedyScaf equipment:

One-piece decks for the 0.73 m wide
SpeedyScaf have 3 claws on each side.
That ensures secure assembly.

Diagonal braces are fitted in every fifth
bay.

For internal access, you can choose
between decks with separate or integrated
ladder.

Internal guard rails are quickly fitted using
additional wedge housings. 

Besides standard anchoring using the
SpeedyScaf wall ties, additional ties can
be provided to prevent lateral movement.

Rapid levelling thanks to easy-action
adjustable base plate with self-cleaning 
thread and hand-friendly wing nut, with 
protection against spindle over-extension.

SpeedyScaf is also available with special
brick guards, plus protective fans, brackets
and so on, for time-saving extension meas-
ures and short-notice special solutions.

SpeedyScaf can be easily widened inwards
or outwards with brackets. Side protection
and if necessary support struts for the 
bracket area are all standard parts. 

For individual solutions, tubes with couplers
can be attached at any time to the assembly
frame.

Steel or aluminium lattice girders are 
available for bridging gaps in scaffolding.

Layher SpeedyScaf®: So perfect…
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…for safe working.

According to German approval, 

an erection height of 24.4 m

(platform height) is possible. 

Type tests have been passed for

erection heights up to 80 m. 

Greater erection heights are 

covered with individual verification

of structural strength.

According to German approval, 

an erection height of 24.25 m 

(platform height) is possible.

Greater erection heights are 

covered with individual verification

of structural strength.

According to German approval, 

an erection height of 24.4 m

(platform height) is possible.

Greater erection heights are 

covered with type calculation or 

with individual verification of

structural strength.

SpeedyScaf, 0.73 m wide,
steel, hot-dip-galvanised.
up to scaffolding group 3,

as per DIN 4420 / HD 1000. 

Building authority approval under

Z-8.1-16.2

SpeedyScaf, 0.73 m wide,
aluminium,
up to scaffolding group 3,

as per DIN 4420 / HD 1000.

Building authority approval under

Z-8.1-844

SpeedyScaf, 1.09 m wide,
steel, hot-dip-galvanised,
for scaffolding groups 4 – 6,

as per DIN 4420 / HD 1000. 

Building authority approval under

Z-8.1-840

Type testing, test No. Ty 9/96

Type testing by the Inspection Office

for Structural Engineering Statics in

Stuttgart relates to 10 standard

versions of Layher SpeedyScaf 70 in

steel with platform heights of up

to 80 m.

Structural calculations are available

for other special extension versions.
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SpeedyScaf System – individual parts
Assembly frames in practical dimensions form, together with user-friendly accessories, the SpeedyScaf system. All parts

come from Layher's own certified production and are subject to continual quality checks in every production phase. 

Thanks to the large stocks kept at the plant and at the many delivery warehouses, dependable availability is 

assured.

Assembly Frames

Euro Assembly Frame,
steel, hot-dip-galvanised
2.0 x 0.73 m (standard frame)
1.5 x 0.73 m (adjustment frame)
1.0 x 0.73 m (adjustment frame)
0.66 x 0.73 m (adjustment frame)

Euro Assembly Frame,
aluminium
2.0 x 0.73 m (standard frame)
1.0 x 0.73 m (adjustment frame)
0.66 x 0.73 m (adjustment frame)

Euro Assembly Frame,
steel, hot-dip-galvanised
2.0 x 1.09 m (standard frame)
1.5 x 1.09 m (adjustment frame)
1.0 x 1.09 m (adjustment frame)
0.66 x 1.09 m (adjustment frame)

Euro Assembly Frame
for balustrade,
steel, hot-dip-galvanised
2.0 x 0.73 m

Euro Assembly Frame,
steel, hot-dip-galvanised
2.0 x 0.36 m

Gantry frame,
steel, hot-dip-galvanised
2.2 x 1.5 m

Diagonal Braces 

Diagonal brace
with wedge half-coupler
for bay lengths of 2.07 m – 3.07 m

or with 2 half-couplers
for bay lengths of 1.57 m, 4.14 m

Detail of wedge half-coupler

Base ledger
with 2 wedge half-couplers
for bay lengths of 2.07 m – 3.07 m

A complete list of all individual parts and further expansion parts
can be found in our catalogues and price lists for SpeedyScaf and
accessories for scaffolding construction.
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